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SOUND INSULATION
ADDITION

Rw = 55 dB

AIRBORNE
NOISE REDUCTION 

BASIC
FOR STRETCH CEILING

Components:

CEILING SOUNDPROOFING SYSTEM

TermoZvukoIzol soundproofing mat

Resilient bars

Bautger adhesive

-

-
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First-level soundproofing system.
The Basic system ensures reduction of domestic noise 
level to the standard values.



BASIC CEILING SOUNDPROOFING SYSTEM for stretch ceiling

1

ТЕРМОЗВУКОИЗОЛ

Л

УКОИЗОЛ

ТЕРМОЗВУКОИЗОЛ

ТЕРМОЗВУКОИЗОЛ

ТЕРМОЗВУКОИЗОЛ

Л

УКОИЗОЛ

ТЕРМОЗВУКОИЗОЛ

ТЕРМОЗВУКОИЗОЛ

УКОИЗОЛ

ТЕРМОЗВУКОИЗОЛ

ТЕРМОЗВУКОИЗОЛ

Л

УКОИЗОЛ

ТЕРМО

ТЕРМОЗВУКОИЗОЛ

ТЕРМОЗВУКОИЗОЛ

Л

УКОИЗОЛ

ТЕРМО

ТЕРМОЗВУКОИЗОЛ

УКОИЗОЛ

ТЕРМО

5-10 mm

2

Glue TermoZvukoIzol with Bautger adhesive. Mount resilient bars spacing them at intervals of 60 mm, begin from the corner.
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BASIC CEILING SOUNDPROOFING SYSTEM for stretch ceiling

Fix the second layer of TermoZvukoIzol to the bars using construction staples. 
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